SIDEWALK — 5 FT MIN.

_~— OPTIONAL HANDRAIL

SEE PLANS FOR WIDTH

CONCRETE RETAINING WALL COMBINATION TYPE,
CONCRETE CLASS "C" WITH REINFORCING AS

SHOWN.

PROVIDE 3/4" CHAMFER

ON ALL EXPOSED CORNERS.

#4 BARS DOWEL INTO
CURB AT 24" 0.C.

#4 BARS AT
12" 0.C. HORIZONTAL

>/_

6" CLASS 'A" CONCRETE <k (’,,‘E
SIDEWALK < g %LL 1»]
(SEE SIDEWALK DETAIL) XTI|@o | |

It

AS SHOWN ON PLANS

GROUND ELEVATION AT
WALL LINE EXTEND TOP
OF WALL TO MATCH
EXISTING

SLOPE 4:1 MAX.

. 2-1/2"

. .— 3/4 " GRAVEL WRAPPED
IN FILTER FABRIC

1" X 2" KEY JOINT
(WATER TIGHT SEAL)

BASE -COMPACTED —/

TO 100%

SUBBASE COMPACTED

TO 95%

CONCRETE RETAINING WALL -

#4 BARS AT 8" 0.C. VERTICAL
EXTENDED 15" INTO SIDEWALK

COMBINATION TYPE

\' 2" DIA. WEEP HOLE AT 15 FT
CENTERS, PLACE 1 CU. FT.
COARSE GRAVEL WRAPPED IN
FILTER FABRIC BEHIND EACH
HOLE

NOTES:
1. IN LOCATIONS WHERE WALL HEIGHT DOES NOT EXCEED 1 FT., THE WEEP HOLES CAN BE OMITTED.
2. JOINTS IN WALL SHALL MATCH JOINTS IN SIDEWALK.
3. WALL ENDS SHALL BE CHAMFERED.
4, EXPOSED FACE OF WALL SHALL HAVE FORM LINER FINISH IF SHOWN ON THE PLANS.
5. REINFORCING STEEL TO BE GRADE 60.
6. CONCRETE FOR WALL SHALL BE ITEM 421 CLASS 'C’, 3,600 PSI AT 28 DAYS.
7. WALL TO BE CONSTRUCTED PER ITEM 423 "RETAINING WALLS" & ITEM 420 "CONCRETE SUBSTRUCTURES".
8. HANDRAIL POSTS SHALL BE GROUTED INTO SLEEVES THAT ARE CAST IN CONCRETE WALL. I
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